
MQ
The Grundfos MQ pump is an all-in-one booster 
solution for domestic use, which ensures 
continuity of water supply. The pump incorporates 
a pressure tank, pressure and flow sensor, 
controller and non-return valve. The controller 
ensures that the pump automatically starts 
and stops according to demand. In addition the 
controller has features that protect the pump in 
case of faults. The compact design of the pump 
with the water-cooled motor makes it possible 
to install in the most confined of spaces. The fact 
that the pump is water cooled makes it  
ideal for domestic use, as it ensures  
low noise in operation.

Features
User-friendly interface
The pump features a user-friendly control panel with ON/OFF 
button and indicator lights for the operational state of the pump 
and faults. 

Automatic operation
The pump automatically starts and stops according to demand. 
Together with the built-in pressure tank, this ensures a stable and 
comfortable water supply. 

Protective functions
The built-in controller protects the pump in case of loss of water 
supply (i.e. dry running) and motor overheating. 

Automatic reset
MQ features an automatic reset function. In case of dry running 
or a similar fault, the pump will stop. Restarting will be attemp-
ted every 30 minutes for a period of 24 hours.

Self-priming pump 
The MQ is able to pump water from a level below the pump. 
Provided it is filled with water, the pump is able to lift water from 
a depth of 8 metres.

Low noise level
Thanks to its hydraulic design and internal cooling, the pump is 
extremely low-noise, which makes it ideal for indoor as well as 
outdoor use.

Internal pressure tank
The pump has a built-in pressure tank to reduce the number of 
starts and stops in case of leakages in the pipe system, causing 
less wear on the pump.

Applications
Boost of city mains, break tank or 
boost from well < 8 metres
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MQ

Performance

Model Power P2  
(W)

Connections Dimensions (mm) Weight  
(kg)Outlet Inlet A B C

MQ3-35 550 1” M 1” M 570 192 320 13
MQ3-45 670 1” M 1” M 570 192 320 13

Operating Conditions
System pressure
Max. 7.5 bar

Inlet pressure
Max. 3 bar

Suction lift
Max. 8 m

Liquid temperature
0 °C to +35 °C

Ambient temperature
0 °C to +45 °C

Technical Data
Mains voltage
1 x 220-240 V, 50 Hz

Enclosure class
IP54

Insulation class
B

Sound pressure level
≤ 55 dB(A)

Approvals and markings
CE, GOST, ACS, NSF, CSA

Dimensions

A

C
B

grundfos.co.nz     10

0

5
10
15
20

25
30

35
40

45

H 
[m]

MQ3-45

MQ3-35

MQ

Q [m3/h]3.02.52.01.51.00.50 3.5 4.0 4.5

1.21.00.80.60.40.20 Q [l/s]1.4

706050403020100 Q [l/min]80

5.0 6.5

90




